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(2) For a site with a single fuel facil-
ity licensed pursuant to part 70, the
space provided shall be adequate to ac-
commodate a full-time inspector, a
part-time secretary and transient NRC
personnel and will be generally com-
mensurate with other office facilities
at the site. A space of 250 square feet
either within the site’s office complex
or in an office trailer or other on site
space is suggested as a guide. For sites
containing multiple fuel facilities, ad-
ditional space may be requested to ac-
commodate additional full-time inspec-
tor(s). The office space that is provided
shall be subject to the approval of the
Director, Office of Nuclear Material
Safety and Safeguards or the appro-
priate NRC Regional Administrator.
All furniture, supplies and communica-
tion equipment will be furnished by the
Commission.

(3) The licensee shall afford any NRC
resident inspector assigned to that site
or other NRC inspectors identified by
the Director, Office of Nuclear Mate-
rial Safety and Safeguards, as likely to
inspect the facility, immediate unfet-
tered access, equivalent to access pro-
vided regular plant employees, fol-
lowing proper identification and com-
pliance with applicable access control
measures for security, radiological pro-
tection, and personal safety.

[21 FR 764, Feb. 3, 1956. Redesignated at 25
FR 1607, Feb. 25, 1960, and 25 FR 12730, Dec.
13, 1960, and amended at 32 FR 2563, Feb. 7,
1967; 44 FR 47919, Aug. 16, 1979; 52 FR 31612,
Aug. 21, 1987; 54 FR 6877, Feb. 15, 1989; 55 FR
5979, Feb. 21, 1990]

§70.56 Tests.

Each licensee shall perform, or per-
mit the Commission to perform, such
tests as the Commission deems appro-
priate or necessary for the administra-
tion of the regulations in this part, in-
cluding tests of (a) special nuclear ma-
terial, (b) facilities wherein special nu-
clear material is utilized, produced or
stored, (c) radiation detection and
monitoring instruments, and (d) other
equipment and devices used in connec-
tion with the production, utilization or
storage of special nuclear material.

[21 FR 764, Feb. 3, 1956. Redesignated at 25
FR 1607, Feb. 25, 1960, and 25 FR 12730, Dec.
13, 1960]
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§70.59 Effluent monitoring reporting
requirements.

Within 60 days after January 1 and
July 1 of each year, and using an ap-
propriate method listed in §70.5(a),
each licensee authorized to possess and
use special nuclear material for proc-
essing and fuel fabrication, scrap re-
covery, conversion of uranium
hexafluoride, or in a uranium enrich-
ment facility shall submit a report ad-
dressed: ATTN: Document Control
Desk, Director, Office of Nuclear Mate-
rial Safety and Safeguards, U.S. Nu-
clear Regulatory Commission, Wash-
ington, DC 20555-0001, with a copy to
the appropriate NRC Regional Office
shown in appendix D to part 20 of this
chapter. The report must specify the
quantity of each of the principal radio-
nuclides released to unrestricted areas
in liquid and gaseous effluents during
the previous six months of operation,
and such other information as the
Commission may require to estimate
maximum potential annual radiation
doses to the public resulting from ef-
fluent releases. If quantities of radio-
active materials released during the re-
porting periods are significantly above
the licensee’s design objectives pre-
viously reviewed as part of the licens-
ing action, the report must cover this
specifically. On the basis of these re-
ports and any additional information
the Commission may obtain from the
licensee or others, the Commission
may from time to time require the li-
censee to take such action as the Com-
mission deems appropriate.

[68 FR 58817, Oct. 10, 2003]

Subpart H—Additional Require-
ments for Certain Licensees
Authorized To Possess a Crit-
ical Mass of Special Nuclear
Material

SOURCE: 65 FR 56226, Sept. 18, 2000, unless
otherwise noted.

§70.60 Applicability.

The regulations in §70.61 through
§70.76 apply, in addition to other appli-
cable Commission regulations, to each
applicant or licensee that is or plans to
be authorized to possess greater than a
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